
SIGNAL™: Region53

Prop. model  1: Okumura (Hata)
Time: 50.0%    Loc.: 50.0%
Prediction Confidence Margin: 0.0dB
Climate: Continental Temperate
Land use (clutter): USGS-EDX format (.151 files)
Atmospheric Abs.: none
K Factor: 1.333

Field strength at remote

> 60.0 dBuV/m From infinity to 60 dBuV/m
50.0 to 60.0 dBuV/m From 60 to 50 dBuV/m
40.0 to 50.0 dBuV/m From 50 to 40 dBuV/m

5.0 to 40.0 dBuV/m From 40 to 5 dBuV/m
< 5.0 dBuV/m

 Display threshold level: -250.0 dBmW
RX Antenna - Type: OMNI
Height: 1.8 m AGL    Gain: 0.00 dBd

Sites

Site: CALIBRATION_SITE
N29°28'32.00" W98°33'06.00"  232.0 m
  CALIBRAT   Tx.Ht.AGL: 45.0 m  Total ERPd: 150.00 W 
            Model: 1  omni-horizontal/0.0°  770.0000 MHz

Notes

Coordinates: 29-28-32 N  98-33-6 W
Site elevation: 232 m ASL
Antenna radiation center (antenna height): 45 m AGL
Antenna type: Omni-directional (DB806 or equivalent)
Effective Radiated Power: 150 watts
Propagation Model: Okumura-Hata-Davidson
Reliability: median F(50,50)
Environment: Suburban
Frequency: 770 MHz
Receive Antenna Height: 1.8 m
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